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SPECIFICATION AMENDMENTS 

Please rewrite the two paragraphs running from line 4 to 
line 10 of page 2 as follows: 

It is therefore an object of the present invention to 
provide an improved hypodermic syringe and method of 
manufacturing same. 

Another object is the provision of such an improved 
hypodermic syringe and method of manufacturing same which 
overcome the above-given disadvantages, that is which produce a 
perfectly sterile prefilled syringe in a few simple steps. 
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Please rewrite the five paragraphs running fro line 2 of 
page 5 to line 17 of page 6 as follows: 

As seen in the drawing, a standard syringe has a 
glass carpule or body 1 intended to hold a liquid medicament 11 
and having as is well known in the art [ [with] ] an 
unillustrated plunger and a neck la centered on an axis A of 
the body 1. An inner cap 2 of a somewhat flexible plastic fits 
snugly over this neck la and has a central axial ly outwardly 
extending projection 13 in which is seated a standard double- 
pointed needle 3 having an inner end or point 6 projecting 
axially inward slightly past an inner face 2a of the inner cap 
2 and an outer point 15. [[The]] A ring 9 is formed with 
radially inwardly projecting bumps 9a that can engage in an 
outwardly open groove 2c of the inner cap 2 or in another 
groove 2d at the inner edge of this cap [[2d]] 2 as will be 
described below. An elastomeric washer 4 fits between the 
inner face 2a and the neck la and has at its inner face an 
elastic membrane 5 that is spaced in the assembled condition 
from the point 6. 

A protector 7 centered on the axis A comprises a 
hard-plastic outer cap 8, [[a]] the clamp ring 9 that can be 
formed by a plurality of axially extending arms separated by 
axially downwardly open slots, and a frangible web or weakened 
region 10 connecting the ring 9 to the outer cap 8. A soft 
rubber liner cup 12 fits inside the outer cap [[12]] 8 and has 
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a rim 12a that can sit sealingly on an annular outer face 2b of 
the inner cap 2 [[and]] around the projection 13. 

As a first step, the body 1 is cleaned, siliconized, 
and filled without bubbles with the liquid medicament 11. 

[[Them]] Then as shown in FIG. 2 the liner cup 12 is 
fitted in the outer cap 8, the washer 4 is fitted inside the 
inner [[cup]] cap 2, and the bumps 9a of the ring 9 are fitted 
to the outer formation constituted by the groove 2c. In this 
position the rim 12a of the cup 12 is spaced from the end face 
2b of the inner cap [[8]] 2 so that the interior of the 
protector 7 and liner cup 12 is open to the exterior and a hot 
sterilizing gas as indicated at 14 can flood it and reach all 
critical interior surfaces. 

This subassembly of the protector 7, cup 12, inner 
cap 2, and washer 4 is then fitted as shown in FIG. 3 to the 
syringe, in which case the inner cap 2 snaps snugly in place 
over the neck la of the filled syringe body 1. Sterilizing can 
continue or be repeated in this position, since so long as the 
protector 7 is in the upper position its interior surfaces can 
be reached by the hot sterilizing gas 14. 
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